J5S

BISTANDARD SPECIFICATIONS

BLIST OF PART NUMBERS
ltem
Size Mominal resistance value Part number
500 o JM05 500
1k HMO5 1 k
¢ 40 mm 2k M05 2k
(] MO5 5k
10 ki J05 10k
500 o M55 500
1k M55 1 k
2k M55 2k
¢ 44 45 mm i -_553 _"J_;is.a 5|.;_ |
| 10 k0 M550k |
Mo J452 20 k !
50 ko M55 50 k
500 2 J505 500
I koo J50S5 1 k
2k J505 2 k
¢ 50.6 mm Sk JB0S 5 k
10 ke J505 10 k
20 ko J505 20 k
50 ko J505 50 k

#eWarify the abowe part numbers when placing ordars.

Item \ Part number | J403 J458 J508

Registance torelance % =5

Effective electrical angle 350 £ 1.5° B53" £ 15° 355" £ 1.5°
Mechanical angle 360° continuous

Power rating (at 40 *C) W 1 1.3 1.5
Diglectric strength Vrms 1000 1 min
EJHﬁji.;fiﬂm MCx min imun 1EEII]_[a'. DCs00 V)
Roigtionzltorgie T par o 05908 | 06917)
Peak nolse £ rraximum 104 mim")

Temp. coefficient resistanes  ppm/°C = 51

Operating temp. range °C -55~ 85

Maximum rotational spaed  min™ 100 200

Met weight 0 |Approx. 60 |Approx. 58 | Approx. 73

+ 17

Connecting accuracy

Drip-nroot struciure

Eged onm Wo. 1 temingl




